


TST 6100 includes a complex blend of 
components coupled with a carrying agent that 
target the substances most used to create 
graffiti. These include inks such as found in 
permanent markers, spray paints, and 
primer/paint combinations. TST 6100 should be 
liberally applied to the affected area and left in 
contact with it for no longer than 15 minutes. 
The remover will act to break down the graffiti 
allowing for scrubbing and washing to restore 
the original condition. When used on a surface 
treated with PSC 6000, the TST 6100 will help 
remove the sacrificial coating to restore the 
original condition after washing and scrubbing.

PERFORMANCE

TST 6100 is premixed, water based, and ready 
for use. Do not dilute. Shake TST 6100 well to 
make sure the ingredients are well mixed. Apply 
the coating when ambient temperatures and 
conditions are within the suggested 
parameters.

The theoretical coverage (for one topical 
application) per gallon of TST 6100 is 
determined to be approximately 150 to 200 square feet. This is 
dependent upon such factors ambient weather conditions, any 
wastage that might occur, the amount applied per application, and 
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applications required.

TST 6100 can be applied with a brush, nap roller, and/or an airless/low 
pressure sprayer using an adequate nozzle size. If a sprayer is used, 
do not allow the topical treatment mixture to remain in the spray line 
or tank, but clean immediately upon completion with copious 
amounts of soap and water.

DIRECTIONS

TST 6100
Technical information
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TYPICAL PROPERTIES

pH

Odor

6.0-7.5

Freezing Point

Citrus

Appearance Translucent, Milky

~ 32 °F

Relative Density

Specific Gravity

~ 0.967 g/cm�ð

0.967

Coverage 150-200 ft 2/gal

CAUTION: Prior to use, please read the Manufacturer 
Warranty & Disclaimer found at 
marmac.com/ais/disclaimer.


